
 

 

BOD50L        50” Digital Display Solutions  

 

 

 



 

TECHNCIAL SPECIFICATIONS: 

Display  

Screen Size 50 inch 

Panel Technology VA/IPS 

Resolution (pixels)  4K UHD 3840(H)x 2160(V) 

Contrast Ratio 4000:1 

Typical Brightness 400 Nits or better 

Dynamic Contrast Ratio 1000000:1 

Operation Hour 16/7 hr 

Video HDR10/HDR 

Lifetime (Light Source) Hrs (Min.) 

Panel Type Direct LED 

Sound   

Inbuilt Speakers Yes 

If Yes Wattage of Speakers 10Xx2 

Ports & connectivity  

Number of HDMI Ports  Min. 2 

Number of USB Ports 1 

Number of Ethernet Ports  1 

RF In 1 (Optical) 

Built-in Wi-Fi Yes 

Smart Feature Built-in Wi-Fi, Soft AP (Optional), Web browser, SNMP 
Support (Optional), Built in capability for wireless 
mirror display 

Output  

Audio Digital Audio Output (Optical)< External Speaker Out 

Control RS232 (3.5mm jack green), Gigabit Ethernet (RJ45) 

Input Connectivity HDMI 2.0 X 4, AV X 1, USB 2.0 X 1, RJ45 X 1, 

Power  

Type Buil-in 

Power Supply Ac-100-240   ̴  , 50/60Hz 

Power Consumption   

Typical 125W 

Mechanical Specification  

Mount Type Wall Mount and Tabletop stand 

Certification  

BIS BIS 

Accessories   

Included Power Cord, Remote & controller  

Services  

Warranty 3 years on site Comprehensive  

 

  

  



 

BOD55L        55” Digital Display Solutions  
 

 

 

 

 



 

TECHNCIAL SPECIFICATIONS: 

Display  

Screen Size 55 inch 

Native Resolution 4K UHD 3840(H)x 2160(V) 

Aspect Ration 16:09 

Panel Technology VA/IPS(In-Plane-Switching/ADS 

Brightness 500 Nits or better 

Contrast 1200:1 

View Angle 178° (H) / 178° (V) 

Display Colour 16.7 Millions 

Response Time 8 ms 

Lifetime (Light Source) Hrs (Min.) 

Panel Type Direct LED 

Surface Treatment Haze 2 ̴ 3%, 3H, Anti-glare treatment (Front Polarizer) 

Internal Player   

O/S Android 9.0 

CPU A55 4 Core, 1.1GHz 

GPU GPU Core Mali-G31, 700Mhz 

RAM 1GB/2GB 

ROM 8GB 

Interface  

A/V Input HDMI 2.0 X 4, AV X 1, USB 2.0 X 1, RJ45 X 1, 
  
Earphone Output 3.5mm (Jack)x 1 

Audio Output – (Coaxial – RCA/Optical-Toshlink) Optical Out x 1 

External Control IR Ext x 1 

Control RS232 (3.5mm jack green), Gigabit Ethernet (RJ45) 
TF Card Slot - 

USB 2 

Networks WiFi, 10/100 Base T-RJ45 

Built-in Speaker 2x10W 

Power  

Power supply 100-240V: 50/60Hz 

Power consumption 150W 

Environment  

Operational temperature 0°C   ̴ 40°C 

Operation Humidity 10%   ̴ 80% RH 

BIS Certification  Yes 

Physical  

Color Black Glossy 

Bezel (off bezel) 2 mm(L/R/T) 12mm(B) 

Body Dimension  1230 * 80 * 710 mm 

Set Weight 19 Kg  

Package Dimension (mm) 1400 * 180 * 865m 

Package Weight 23.38 Kg  

VESA Mounting (mm) 200*300 

Accessory Remote Control, Batteries, Base stand/wall mount, Stand 
Screw, Quick Setup Guide/User Manual, Warranty card, 
Power Cod (Built-in)  

 

 



 

 

BOD65L          65” Digital Display Solutions  
 

 

 

 



 

TECHNCIAL SPECIFICATIONS: 

Display  

Screen Size 65 inch 

Native Resolution 4K UHD 3840(H)x 2160(V) 

Aspect Ration 16:09 

Brightness 500 Nits or better 

Contrast 1200:1 

View Angle 178° (H) / 178° (V) 

Display Colour 16.7 Millions 

Response Time 8 ms 

Lifetime (Light Source) Hrs (Min.) 

Internal Player   

O/S Android 9.0 

CPU A55 4 Core, 1.1GHz 

GPU GPU Core Mali-G31, 700Mhz 

RAM 1GB 

ROM 8GB 

Interface  

A/V Input HDMI 2.0 X 4, AV X 1, USB 2.0 X 1, RJ45 X 1, 

Control RS232 (3.5mm jack green), Gigabit Ethernet (RJ45) 

Earphone Output 3.5mm (Jack)x 1 

Audio Output – (Coaxial – RCA/Optical-Toshlink) Optical Out x 1 

External Control IR Ext x 1 

Bluetooth Transmit (Version 4.2) 

TF Card Slot - 

USB 2 

Networks WiFi, RJ45 

Built-in Speaker 2x8W 

Power  

Power supply 100-240V: 50/60Hz 

Power consumption 150W 

Environment  

Operational temperature 5°C   ̴ 40°C 

Operation Humidity 25%   ̴ 75% RH 

Physical  

Color Black Glossy 

Bezel (off bezel) 2 mm(L/R/T) 12mm(B) 

Body Dimension without stand (m) 1445 * 80 * 880 mm 

Set Weight 18.1 Kg  

Package Dimension (mm) 1580 * 210 * 1010m 

Package Weight 29.7 Kg (approx.) 

VESA Mounting (mm) 200*300mm 

Accessory Remote Control, Base stand/wall mount, Stand Screw, 
User Manual  

 

  



 

BOD75L        75” Digital Display Solutions  
 

 

 

 

 

 



 

 

TECHNCIAL SPECIFICATIONS: 

Display  

Screen Size 75 inch 

Native Resolution 4K UHD 3840(H)x 2160(V) 

Aspect Ration 16:09 

Brightness 500 Nits or better 

Contrast 1200:1 

View Angle 178° (H) / 178° (V) 

Display Colour 1.07B 90% DCI-P3 

Response Time 8 ms 

Lifetime (Light Source) Hrs (Min.) 

Internal Player   

O/S Android 9.0 

CPU A55 4 Core, 1.1GHz 

GPU GPU Core Mali-G31, 700Mhz 

RAM 2GB 

ROM 8GB 

Interface  

A/V Input HDMI 2.0 X 4, AV X 1, USB 2.0 X 1, RJ45 X 1, 

Earphone Output 3.5mm (Jack)x 1 

Audio Output – (Coaxial – RCA/Optical-Toshlink) Coaxial x 1 

External Control IR Ext x 1 

Control RS232 (3.5mm jack green), Gigabit Ethernet (RJ45) 

Bluetooth Transmit (Version 4.2) 

TF Card Slot - 

USB 2 

Networks WiFi, RJ45 

Built-in Speaker 2x8W 

Power  

Power supply 100-240V: 50/60Hz 

Power consumption TBD 

Environment  

Operational temperature 5°C   ̴ 40°C 

Operation Humidity 25%   ̴ 75% RH 

Physical  

Color Matte black 

Bezel (off bezel) 13 mm 

Body Dimension without stand (m) 1720 * 110 * 990 

Set Weight 50Kg (approx.) 

Package Dimension (mm) 1860 * 185 * 1180 

Package Weight 75Kg (approx.) 

VESA Mounting (mm) 59.9 Kg 

Accessory Remote Control, Base stand/wall mount, Stand Screw, 
User Manual  

 

  



 

BOD86L        86” Digital Display Solutions  

 

 

 



 

TECHNCIAL SPECIFICATIONS: 

Display  

Screen Size 86 inch 

Native Resolution 4K UHD 3840(H)x 2160(V) 

Aspect Ration 16:09 

Brightness 500 Nits or better 

Contrast 1200:1 

View Angle 178° (H) / 178° (V) 

Display Colour 1.07B 90% DCI-P3 

Response Time 8 ms 

Lifetime (Light Source) Hrs (Min.) 

Internal Player   

O/S Android 9.0 

CPU A55 4 Core, 1.1GHz 

GPU GPU Core Mali-G31, 700Mhz 

RAM 2GB 

ROM 8GB 

Interface  

Input connectivity HDMI 2.0 X 4, ACX1, USB 2.0X1, RJ45 X1 

Earphone Output 3.5mm (Jack)x 1 

Audio Output – (Coaxial – RCA/Optical-Toshlink) Coaxial x 1 

Control RS232 (3.5mm jack green), Gigabit Ethernet (RJ45) 

Bluetooth Transmit (Version 4.2) 

TF Card Slot - 

USB 2 

Networks WiFi, RJ45 

Built-in Speaker 2x8W 

Power  

Power supply 100-240V: 50/60Hz 

Power consumption TBD 

Environment  

Operational temperature 5°C   ̴ 40°C 

Operation Humidity 25%   ̴ 75% RH 

Operation Hours 24x7 

Physical  

Color Matte black 

Bezel (off bezel) 13 mm 

Body Dimension without stand (m) 1960 * 120 * 1130 

Set Weight 65Kg (approx.) 

Package Dimension (mm) 2100 * 205 * 1300 

Package Weight 75Kg (approx.) 

VESA Mounting (mm) 400x 600 

Accessory Remote Control, Base stand/wall mount, Stand Screw, User Manual  

 


